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KH–9012–5 HL(L) B

MICRO SWITCH

MICRO SWITCH

KS C 4508 No.4806

File No. E117960

KH-9012~5   : 5A Type

KH-9012~5     15A Type

FEATURES

MODEL CLASSIFICATION METHOD 

Company KUN HUNG

Type Micro Switch

Contact Rating
5 : 125VAC, 5A Type(Resistive Load)
Non : 125VAC, 15A Type(Resistive Load)

PB : Pin Plunger Type

HL : Hinge Short Lever Type

HL(L) : Hinge Long Lever Type

Actuator
HL(R) : Hinge Lever Round type

HR(L) : Hinge Roller Long Lever Type

HR(M) : Hinge Roller Middle Lever Type

HR(S) : Hinge Roller Short Lever Type

PB(F) : Pin Plunger Type

Terminal
B : Screw Terminal Type
C : Solder Terminal Type
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MICRO SWITCH

MICRO SWITCH

ELECTRICAL RATINGS

SPECIFICATIONS
Available Operating Speed 0.1mm~1m/sec

Contact Resistance Max. 15 (initial)

Insulation Resistance Min. 100 at 500VDC

Dielectric Strength
Between live parts 1,000VAC (50/60 ) for 1 minute

Between dead parts 1,500VAC (50/60 ) for 1 minute

Vibration Resistance 10~55 at double amplitude of 1.5 (X, Y, Z directions)

Shock Resistance
Mechanical Approx.100g (1,000 )

Malfunction Approx. 5G(50 ) or Apporx. 30G(300 )

Life
Mechanical Min. 1,000,000 operations

Electrical Min. 100,000  operations

Ambient Temperature –25 ∼ +80℃ (at not freezing)

Ambient Humidity 45 ∼ 85% RH

Protection IP 40

Material Body : PBT Glass

Weight Approx. 6.2~10.5g

Resistive Load Inductive Load Electric Motor Load
Rated

KH-9012-5 KH-9012 KH-9012-5 KH-9012 KH-9012-5 KH-9012Voltage
NC NO NC NO NC NO NC NO NC NO NC NO

125VAC 5A 15A 3A 10A 1.5A 0.7A 4A 2A

250VAC 3A 10A 2A 5A 1.0A 0.5A 2.5A 1.2A

8VDC 5A 15A 3A 10A

14VDC 5A 15A 3A 8A

30VDC 5A 6A 3A 4A

125VDC 0.6A 0.6A 0.1A 0.3A

250VDC 0.3A 0.3A 0.05A 0.1A
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MICRO SWITCH

MINIATURE MICRO SWITCH 5A

File No. E117960

High contact rating : 5A

FEATURES 

KH-9012-5PB(B) KH-9012-5HL(B)

KH-9012-5PB(C) KH-9012-5HL(C)

Model No. OF Max. PT Max. MD Max. OT Min. OP Material

KH-9012-5PB(B),(C) 250g 1.6 1.0 0.3 14.7 ±0.7 Housing : PBT Glass

KH-9012-5HL(B),(C) 250g 1.6 0.8 0.3 15.3 ±0.6
Housing : PBT Glass
Lever : Stainless Steel

DIMENSIONS

KH-9012-5PB(B) KH-9012-5HL(B)

KH-9012-5PB(C) KH-9012-5HL(C)

OPERATING POSITIONS & MATERIALS 
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MICRO SWITCH

MICRO SWITCH 5A

KH-9012-5HL(L)B KH-9012-5HR(L)B

KH-9012-5HL(L)C KH-9012-5HR(L)C

OPERATING POSITIONS & MATERIALS 

File No. E117960

High contact rating : 5A

FEATURES

Model No. OF Max. PT Max. MD Max. OT Min. OP Material

Housing : PBT Glass
Lever : Stainless Steel

Housing : PBT Glass
Lever : Stainless Steel
Roller : Brass(Ni Plating)

KH-9012-5HL(L)B,C 150g 4.0 1.6 0.6 15.3 ±1.6 

KH-9012-5HR(L)B,C 150g 4.0 1.6 0.6 20.7 ±1.6

DIMENSIONS

KH-9012-5HL(L)B KH-9012-5HR(L)B

KH-9012-5HL(L)C KH-9012-5HR(L)C
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MICRO SWITCH

MICRO SWITCH 5A

DIMENSIONS

KH-9012-5HR(M)B KH-9012-5HR(S)B

KH-9012-5HR(M)C KH-9012-5HR(S)C

KH-9012-5HR(M)B KH-9012-5HR(S)B

KH-9012-5HR(M)C KH-9012-5HR(S)C

File No. E117960

High contact rating : 5A

FEATURES

Model No. OF Max. PT Max. MD Max. OT Min. OP Material

Housing : PBT Glass
Lever : Stainless Steel
Roller : Brass(Ni plating)

OPERATING POSITIONS & MATERIALS

KH-9012-5HR(M)B,C 150g 4.0 1.6 0.6 20.6 ±1.6

KH-9012-5HR(S)B,C 250g 1.6 0.8 0.3 20.6 ±1.2
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MICRO SWITCH

MINIATURE MICRO SWITCH 5A

DIMENSIONS

KH-9012-5HL(R)B KH-9012-5PB(F)C

KH-9012-5HL(R)C

KH-9012-5HL(R)B

KH-9012-5HL(R)C

KH-9012-5PB(F)C

File No. E117960

High contact rating : 5A

FEATURES 

Model No. OF Max. PT Max. MD Max. OT Min. OP Material

KH-9012-5HL(R)B,C 150g 4.0 1.6 0.6 18.3 ±1.6
Housing : PBT Glass
Lever : Stainless Steel

KH-9012-5PB(F)C 250g 1.6 0.8 0.3 14.7 ±0.7 Housing : PBT Glass

OPERATING POSITIONS & MATERIALS 
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MICRO SWITCH

MICRO SWITCH 15A

DIMENSIONS

KH-9012-PB(B) KH-9012-HL(B)

KH-9012-PB(C) KH-9012-HL(C)

KH-9012-PB(B) KH-9012-HL(B)

KH-9012-PB(C) KH-9012-HL(C)

File No. E117960

KS C 4508 No.4806

High contact rating : 15A

FEATURES

Model No. OF Max. PT Max. MD Max. OT Min. OP Material

KH-9012-PB(B),(C) 500g 1.5 1.0 0.3 14.7 ±0.7 Housing : PBT Glass

KH-9012-HL(B),(C) 600g 1.6 1.5 0.3 15.3 ±0.6
Housing : PBT Glass
Lever : Stainless Steel

OPERATING POSITIONS & MATERIALS 
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MICRO SWITCH

MICRO SWITCH 15A

DIMENSIONS

KH-9012-HL(L)B KH-9012-HR(L)B

KH-9012-HL(L)C KH-9012-HR(L)C

KH-9012-HL(L)B KH-9012-HR(L)B

KH-9012-HL(L)C KH-9012-HR(L)C

File No. E117960

KS C 4508 No.4806

High contact rating : 15A

FEATURES

Model No. OF Max. PT Max. MD Max. OT Min. OP Material

KH-9012-HL(L)B,C 300g 4.0 3.0 0.6 15.3 ±1.6 Housing : PBT Glass

KH-9012-HR(L)B,C 300g 4.0 3.0 0.6 20.7 ±1.6
Housing : PBT Glass
Lever : Stainless Steel

OPERATING POSITIONS & MATERIALS 
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MICRO SWITCH

MICRO SWITCH 15A

DIMENSIONS

KH-9012-HR(M)B KH-9012-HR(S)B

KH-9012-HR(M)C KH-9012-HR(S)C

KH-9012-HR(M)B KH-9012-HR(S)B

KH-9012-HR(M)C KH-9012-HR(S)C

UL File No. E117960

KS C 4508 No.4806

: KH-9012-HR(S)B

KH-9012-HR(S)C

FEATURES

Model No. OF Max. PT Max. MD Max. OT Min. OP Material

KH-9012-HR(M)B,C 400g 4.0 3.0 0.6 20.6 ±1.6 Housing : PBT Glass

KH-9012-HR(S)B,C 600g 1.6 1.5 0.3 20.6 ±1.0
Lever : Stainless Steel
Rooller : Brass(Ni Plating)

OPERATING POSITIONS & MATERIALS 



123

MICRO SWITCH

MICRO SWITCH 15A

DIMENSIONS

KH-9012-HL(R)B KH-9012-PB(F)C

KH-9012-HL(R)C

KH-9012-HL(R)B

KH-9012-HL(R)C

KH-9012-PB(F)C

File No. E117960

KS C 4508 No.4806

: KH-9012-PB(F)C

FEATURES

Model No. OF Max. PT Max. MD Max. OT Min. OP Material

KH-9012-HL(R)B,C 300g 4.0 3.0 0.6 18.3 ±1.6 Housing : PBT Glass
Lever : Stainless Steel

KH-9012-PB(F)C 500g 1.6 1.0 0.3 14.7 ±0.7 Housing : PBT Glass

OPERATING POSITIONS & MATERIALS 


